7

8

1
AT

8.00

1 [

10.00

| =32.0£2.00

2.0
316

5.60£015

6.00

11,40£0.15

8.34

256

4.45

2.00

B3 7K B

2.56%0.05

NOTES:

1T.MATERIAL:
MOLDING: LCP UL94 V-0
CONTACT:COPPER ALLOY.
GOLR&PLATED Min ON CONTACT AREA,100u”
Min TIN (EEAD. EREE)Y ON SOLDER AREA,
SHELL: SUS304H, T—=0.80+0.05mm

50u”

2 MECHANIGAL:
INSERTION: 5~20N.
EXTRACTION: 8~20N AFTER TEST.

DURABILITY:

SLELECIRICAL:
CURRENT: 3A FOR VBUS;
1.25A FOR GND PIN.
0.25A FOR DOTHER.
VOLTAGE: 20 V MAX

WITHSTANDING VOLTAGE:

INSULATION RESISTANCE:

4. ENVIRONMENTAL
TEMPERATURE RANGE

http://www. szzdjmk j. com

10000 CYCLES

NICKEL PLATING OVER ALL.

100V AC R.M.S.
CONTACT RESISTANCE: 40mQ MAX.
100MQ MIN.

—25°C ~

+385°C

ZoK U6 P A T 2 )

Shenzhen Zhao Xin Technology Co.,

Ltd.

TOLERANCE:
X.X
X. XX
X. XXX
X.°
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